Calabrone 2090/DIM

Product Sheet

Typology

Utilisation

Pendant

Indoor

Calabrone

4 spots

Emiliana Martinelli

colors

230V 4x 9 W 1224 Im (4896Im)

A

direct light

indirect light

Modular hanging lamp. Painted aluminium structure with 4 adjustable and directional spots with integrated LED light

source. Electronic drivers into the box fixed at the ceiling. Also available the joint of connection for the combination of more modules

(code 30869).

Interchangeable lens 10° - 40° (on request).

Award

Martinelli Luce - Via Teresa Bandettini - 55100 Lucca - ltaly

Calabrone 2090/DIM

/5



MW\ Calabrone 2090/DIM Data Sheet

Family Calabrone =
Typology Pendant
Utilisation Indoor
e e [ ]
Dimensions
Profondita 7.5 cm : ;}3 ) © ) e ) ]
Lunghezza 133 cm
Diameter 4,5 cm
Power supply cable 400 cm
length
Weight 3.5 Kg
Materials
Structure aluminium Diffuser polycarbonate
Canopy aluminium
Voltage 230V 4 X Watt oW
Power unit Included Lumen  12241m (4896 1m)
Mounting Power Supply CRI >80
External CCT 3000 K
L Energy
Power supply Electronic dimmable power supply class
Dimming Push
Dali2
Certifications
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Photometric curves

2090/NE CALABRONE 9W 3000K LED
150° 180° 150° h (m) %] Em (qul
h1 0.3/0.3 1553
h2 0.7/0.7 388
h3 1.0/1.0 173
h4 1.3/11.4 o7
\n5 1.6/1.7 62)

Imax 4142 cd/kim a19° p19°
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Colour variant code

2090/DIM/NE

Black
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MAL  Calabrone 2090/DIM

Gallery
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MAL  Calabrone 2090/DIM Accessories

Accessories

30869
Giunto di connessione
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